Job Type: Catalog #:
Job Name:

2 Light Stagger Strip

FEATURES

« Specially designed for latest technology T5 and T8 ballasts and lamps.
« T5 model also accepts HO lamps for up to 70% more light output.
* New design features extremely low overall housing profile for size-restricted applications.
- Ideal for perimeter cove lighting, retail display cases and similar undercabinet uses.
- 4" offset provides even, shadow free lighting in continuous row installations.
Product * Range of lamp lengths allows lighting plan and installation flexibility.
Highlights « Designed for ceiling or wall mounting.
« Premium housing crimped along sides for extra rigidity and straight alignment.
« Accepts optional plug-in wiring feature for continuous row installation.
« Channel cover equipped with quarter-turn, captive fasteners for easy access to ballast compartment.
« Ends standard with 7/8” knockout.
« 2 joiner clips included with each unit for easy assembly of continuous runs.

Construction %S housing, lampholder brackets, end sections and channel cover constructed of code-gauge, die-formed steel.

All devices ETL listed. Suitable for damp locations. Damp location emergency pack must be specified separately. Ballast are solid-
Electrical state electronic. Ballasts and lampholders replaceable without removing from ceiling. Discrete voltage must be sepcified for emergency
pack options when wired with flex. Where lamps are included as part of the fixture, lamp CRI and color temperature must be specified.

Finish All metal parts painted after fabrication following treatment with phosphate rust inhibitor. Finish coating of housing reflecting surfaces is
S with white, high reflectance (minimum 92%) polyester powder.

Series Number of Lamps Lamp Type Nominal Length Voltage Industrial Options
2LSS 2 32 27 27" (D) Multivolt FB Fast blow fuse
38 38" (M 120 SB Slow blow fuse
(2)277 E Emergency battery pack
(3) 347 BCP  Branch circuit plug-on
(4) 480 wiring system
Options: G Galvanized

WG  Wireguard
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*Dimensions subject to change without notice.

us





