
2x2 Recessed Center Direct/Indirect Lay-In

FEATURES

Product
Highlights

• Great for commercial applications.
• Provides soft, balanced illumination for a contemporary appearance and comfortable light environment.
• Housing and lamp compartment are fully recessed above the ceiling plane.
• No visible light source or apparent glare.

Construction Housing constructed of structurally embossed, 20 gauge, cold rolled steel. Standard troffer mounting for easy installation in T-bar ceilings.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
RCDI2  2x2

Lamp Type
Biax

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank  Normal

H  High
L Low

Number of Lamps
2
3

Options
3  One 3 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
TNG  Triple neoprene gasketing
 (frame, lens, and housing)
ADD  Additional lens gasketing, neoprene
LH  Suitable for low-pressure hosedown,
 up to 100 psi.
IC  Insulation contact
EM  Emergency ballast

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.
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(2) 7/8” K.O.
Access plate 

w/(2) 7/8” K.O.’s

D I

When using the DFK with
Williams DI fixture, the
structure surrounding
the DFK is to extend no
more than 1-1/2” from
the bottom of the “T”,
as shown.

1 - 1/2”

Williams ‘SG’ option –
Screw Slot NEMA Type “SS”

1-7/8”

DI WITH WPR OPTION

LUMEN SUMMARY
ZONE LUMENS % LAMP % FIXTURE

0 - 30 1060. 16.8 26.3
0 - 40 1756. 27.9 43.5
0 - 60 3218. 51.1 79.8
0 - 90 4 0 3 5 . 6 4 . 1 1 0 0 . 0

Tota l lum ina ire
0 - 180 4035. 64.1 100.0

TOTAL LUMINAIRE OPTICAL EFFICIENCY = 64.1%*
SPACING CRITERIA:  END = 1.2  DIAG. = 1.3  ACROSS = 1.4

CANDLEPOWER DISTRIBUTION
VERT. HORIZONTAL ANGLEZONAL
ANG. 0 45 90 LUMENS

0 1344. 1344. 1344.
5 1344. 1337. 1338. 127.7

15 1287. 1298. 1312. 367.9
25 1175. 1224. 1258. 564.2
35 1012. 1118. 1181. 696.0
45 808. 987. 1085. 749.8
55 574. 826. 936. 712.8
65 334. 613. 636. 548.7
75 141. 235. 253. 236.4
85 24. 29. 37. 31.8
90 0. 0. 0.

LUMEN SUMMARY
ZONE LUMENS % LAMP % FIXTURE

0 - 30 1422. 22.6 27.6
0 - 40 2333. 37.0 45.4
0 - 60 4128. 65.5 80.3
0 - 90 5 1 4 3 . 8 1 . 6 1 0 0 . 0

Tota l lum ina ire
0 - 180 5143. 81.6 100.0

TOTAL LUMINAIRE OPTICAL EFFICIENCY = 81.6%
SPACING CRITERIA:  END = 1.2  DIAG. = 1.3  ACROSS = 1.3

CANDLEPOWER DISTRIBUTION
VERT. HORIZONTAL ANGLEZONAL
ANG. 0 45 90 LUMENS

0 1813. 1813. 1813.
5 1809. 1804. 1803. 172.3

15 1727. 1746. 1761. 494.9
25 1567. 1635. 1682. 754.5
35 1333. 1463. 1548. 911.8
45 1040. 1237. 1355. 944.1
55 733. 968. 1102. 850.2
65 466. 660. 757. 634.7
75 218. 327. 360. 327.4
85 35. 52. 55. 52.9
90 0. 0. 0. 0.

Williams Catalog #DIG-SWW-240TT-WPR-EB2 Lamp Type: FT40W/2G11/35/RS

Test Report #13831.0, Dated 12/12/07 Lamp Quantity: 2

DI WITH AD OPTION

Williams Catalog #DIG-S22-240TT-AD-EB2-UNV Lamp Type: FT40/2G11/835

Test Report #14229.0, Dated 08/05/08 Lamp Quantity: 2

H.E. Williams, Inc. • Carthage, Missouri • www.hewilliams .com • 417-358-4065 • Fax:  417-358-6015
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