
2x4 Recessed Center Direct/Indirect Lay-In

FEATURES

Product
Highlights

• Great for commercial applications.
• Provides soft, balanced illumination for a contemporary appearance and comfortable light environment.
• Housing and lamp compartment are fully recessed above the ceiling plane.
• No visible light source or apparent glare.

Construction Housing constructed of structurally embossed, 20 gauge, cold rolled steel. Standard troffer mounting for easy installation in T-bar ceilings.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
RCDI4  2x4

Lamp Type
32  F32

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank  Normal

H  High
L Low

Number of Lamps
3

Options
3  One 3 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
IC  Insulation contact
EM  Emergency ballast

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.
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(2) 7/8” K.O.

Access plate 
w/(2) 7/8” K.O.’s

D I

When using the DFK with Williams DI fixture, the
structure surrounding the DFK is to extend no more
than 1-1/2” from the bottom of the “T”, as shown.

1 - 1/2”

Williams ‘SG’ option –
Screw Slot NEMA Type “SS”

1-7/8”

WPRL diffuser

WPR/SPLIT
diffuser

DI WITH WPR OPTION

LUMEN SUMMARY
ZONE LUMENS % LAMP % FIXTURE

0 - 30 1146. 19.4 27.1
0 - 40 1862. 31.6 44.1
0 - 60 3377. 57.2 80.0
0 - 90 4 2 2 3 . 7 1 . 6 1 0 0 . 0

Tota l lum ina ire
0 - 180 4223. 71.6 100.0

TOTAL LUMINAIRE OPTICAL EFFICIENCY = 71.6%
SPACING CRITERIA:  END = 1.2  DIAG. = 1.3  ACROSS = 1.3

CANDLEPOWER DISTRIBUTION
VERT. HORIZONTAL ANGLEZONAL
ANG. 0 45 90 LUMENS

0 1432. 1432. 1432.
5 1433. 1433. 1433. 136.8

15 1412. 1425. 1439. 403.8
25 1270. 1308. 1348. 605.5
35 1068. 1140. 1213. 715.9
45 895. 1036. 1153. 797.9
55 620. 822. 933. 717.4
65 378. 601. 610. 545.2
75 177. 256. 248. 257.5
85 36. 42. 44. 43.1
90 4. 3. 3.

LUMEN SUMMARY
ZONE LUMENS % LAMP % FIXTURE

0 - 30 1418. 24.0 27.1
0 - 40 2319. 39.3 44.3
0 - 60 4105. 69.6 78.4
0 - 90 5 2 3 5 . 8 8 . 7 1 0 0 . 0

Tota l lum ina ire
0 - 180 5235. 88.7 100.0

TOTAL LUMINAIRE OPTICAL EFFICIENCY = 88.7%
SPACING CRITERIA:  END = 1.2  DIAG. = 1.3  ACROSS = 1.3

CANDLEPOWER DISTRIBUTION
VERT. HORIZONTAL ANGLEZONAL
ANG. 0 45 90 LUMENS

0 1759. 1759. 1759.
5 1771. 1766. 1763. 168.6

15 1752. 1769. 1784. 501.2
25 1565. 1614. 1666. 747.8
35 1339. 1439. 1527. 901.6
45 1028. 1188. 1309. 912.4
55 792. 986. 1124. 873.2
65 510. 697. 787. 670.6
75 257. 364. 404. 374.1
85 62. 84. 82. 85.9
90 0. 0. 0.

Williams Catalog #DIG-S24-232-WPR-EB2 Lamp Type: F32T8/835/RS

Test Report #13833.0, Dated 12/10/07 Lamp Quantity: 2

DI WITH AD OPTION

Williams Catalog #DIG-S24-232-AD-EB2-UNV Lamp Type: F32T8/835/RS

Test Report #14225.0, Dated 07/25/08 Lamp Quantity: 2
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