
2x4 Recessed Side Direct/Indirect Lay-In

FEATURES

Product
Highlights

• Great for commercial applications.
• Provides soft, balanced illumination for a contemporary appearance and comfortable light environment.
• Housing and 2 lamp compartments are fully recessed above the ceiling plane.
• No visible light source or apparent glare.

Construction Housing constructed of structurally embossed, 20 gauge, cold rolled steel. Standard troffer mounting for easy installation in T-bar ceilings.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish for superior paint adhesion.

Series
RSDI4  2x4

Lamp Type
28  F28W T5
54  F54W T5
2G11  Biax 2G11

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank  Normal

H  High
L Low

Number of Lamps
4

Options
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
IC  Insulation contact
EM  Emergency ballast

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




