
Coffered Ceiling System

FEATURES

Product
Highlights

• Uniform illumination eliminates areas of poor lighting.
• Fits 4’x4’ inverted tee grid opening.
• Extruded acrylic wrap-around diffuser with linear side prisms and prymidal bottom prisms to control brightness.
• Unit or Row installation.
• Suitable for damp locations.

Construction Housing constructed of code gauge steel.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
CC

Lamp Type
28  28W T8 
32  32W T8 
54  54W T5

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank  Normal

H  High
L Low

Number of Lamps
1
2

Options
ES   Energy-saving ballasts
GEB   Electronic ballasts,
GEB10  Electronic ballast, 
EL   Emergency battery pack
GLR   Internal Fast-blow Fuse
GMF   Internal Slow-blow Fuse
PLF   Plug-in, up to three circuits
RIF1   
CSA   Listed and labeled to comply with Canadian Standards.
NOM   Listed and labeled to comply with Mexican Standards
TILWP  
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Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




