
Directional High Bay

DETAILS

Application • Designed for industrial, institutional and commercial applications as a direct replacement for (HID) mercury or metal halide fixtures.
• Perfect for Warehouse, Retail, or manufacturing applications.

Finishes • Bare 20 gauge roll formed steel housing.

Features

• Miro 4 reflector to achieve maximum light output.
• Suspended mounted.
• Available with Fixed Occupancy Sensors.
• Accent any wall and illuminate the floor with only one fixture application.

Series
DHB

Lamp Type
32  32W T8
54  54W T5

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Number of Lamps
4
6

Options
3  One 3 lamp ballast
23  Two 3 lamp ballast
4  One 4 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
EB  Electronic ballast
ACC  Aircraft Cable Hanging Apparatus
WH  Wire hook and 36” chain set
EM  Emergency ballast
FB  Fast Blow Fuse
SB  Slow Blow Fuse
OS  Timed Occupancy Sensor
P  Protect-A-Lite coated lamps
S  Sensor

C6B
 

6’ black cord
C15B

 
15’ black cord

WG  Wire guard

Distribution
N  Narrow
W  Wide

Number of Directional Lamps
2
4
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Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




