
Economy Flange

FEATURES

Product
Highlights

• Optimized for T8 or T5 lamp performance

• Cam action latches and die formed T-hinges for door insertion from either side

• Integral EQ grid clips

Construction Housing constructed of structurally embossed, 20 gauge, cold rolled steel. Wire way covers snap in for easy attachment and removal. 
Access plate provides top access to wire way.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
EF-1  1x4
EF-2  2x4
EF-22  2x2

Lamp Type
17  17W T8 (24”)
U31  31W T8 U ( 1 5/8” leg)
U316  31W T8 U (6” leg)
32  32W T8 (48”)
CF40  40W TT5 (24”)
54  54W T5

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank Normal

H  High
L Low

Frame Type
SW  Flush steel, white
AN  Flush aluminum, natural
AB  Flush aluminum, matte black
AW  Flush aluminum, white
RN  Regressed Aluminum, natural
RB  Regressed Aluminum, matte black
RW  Regressed Aluminum, white

Number of Lamps
2
3
4

Diffuser Type
(A) 12.125 #12 pattern acrylic, .125” thick
(B) 19.156 #19 pattern acrylic, .156” thick
(C)15.125 #15 pattern acrylic, .125” thick
(D)  20.14 #20 pattern acrylic, .140” thick
(E) P.125 Clear Polycarbonate, .125” thick
(F) P.156 Clear Polycarbonate, .156” thick

Options
3  One 3 lamp ballast
4  One 4 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
TNG  Triple neoprene gasketing
 (frame, lens, and housing)
ADD  Additional lens gasketing, neoprene
LH  Suitable for low-pressure hosedown,
 up to 100 psi.
IC  Insulation contact
EM  Emergency ballast

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.



Project Information:

Information subject to change without notice.  Lamps supplied by others. 

2x SURGICAL TECHNISEAL® FLANGE TROFFER ORDERING INFORMATION:

F7
SERIES LAMP QTY LAMP TYPE VOLTAGE

120V-277V/60Hz STD
347V/60Hz
50Hz &  
Other Voltages 
Available

Note:
Due to the highly specialized lens, Paramount encourages the use of 
• 1-3 Lamp Electronic Ballast for 3 Lamp Luminaires 
• 2-3 Lamp Electronic Ballasts for 6 Lamp Luminaires 

F7 Wet Location
Cleanroom

OPTIONS

1
LENS OPT MATERIAL

– –

1 .150 Extruded Acrylic Asymmetric/Symmetric

*S2 Stainless Steel Housing
*S3 Stainless Steel Exterior
*S5 Stainless Steel Lens Frame Only
*S6 SS Lens Frame & Trim Frame

3
6

17 F17T8 (2FT) 0°
32 F32T8 (4FT) 0°

EMERGENCY (SPECIFY VOLTAGE)
EM5 Bodine B70A DRY/IOTA I-48 DRY or similar
EM6 Bodine B50 DRY/IOTA I-320 DRY or similar

BALLASTS (SPECIFY VOLTAGE)
D1 Lutron Dimming  ECO-10
D2 Electronic Dimming
D4 < 10% THD (Consult Factory)
E0    Low Temp Electronic (N/A T12RS & VHO)
E9 Rapid Start Electronic Ballast

FUSING
F1 GLR/HLR Fusing (Fast)
F2 GMF/HLR Fusing (Slow)

MISC
J0 Lamp Sleeves (Specify Color)
P5 Surgical Plaster Frame (Requires Specs)
P11 Guardcraft®   Antimicrobial Coating 
S1 Special Material (Consult Agent)
T3 Tamper Resistant (Hex w/pin STD, Others Avail)
V1 External Gasketing
V3 No Silicone Sealant Used
X4 Plenum Access Panel
Y5 RFI Suppressors
Add hyphens between options

PHOTOMETRICS: For additional photometry, go to paramountlighting.com
Model F73321, 4FT, White Interior and Light-controlled Acrylic Lens, 3 32W T8 Fluorescent Lamps, Lamp Lumen Rating = 2950

Coefficients of Utilization, Zonal Cavity Method

RC .8 .7 .5 .3 .1 0
RW .7 .5 .3 .1 .7 .5 .3 .1 .5 .3 .1 .5 .3 .1 .5 .3 .1 0

R 0 78 78 78 78 76 76 76 76 72 72 72 69 69 69 66 66 66 65
C 1 71 69 66 64 70 67 65 63 64 62 61 62 60 59 59 58 57 56
R 2 65 60 56 53 64 59 55 52 57 54 51 55 52 50 53 50 48 47

3 60 53 48 44 58 52 47 44 50 46 43 48 45 42 47 44 41 40
4 55 47 42 38 53 46 41 37 45 40 37 43 39 36 42 39 36 34
5 50 42 37 32 49 42 36 32 40 35 32 39 35 32 38 34 31 30
6 47 38 32 28 45 37 32 28 36 31 28 35 31 28 34 30 27 26
7 43 34 29 25 42 34 29 25 33 28 25 32 28 24 31 27 24 23
8 40 31 26 22 39 31 26 22 30 25 22 29 25 22 29 25 22 20
9 37 29 23 20 36 28 23 20 28 23 20 27 23 20 26 22 19 18

10 35 26 21 18 34 26 21 18 25 21 18 25 21 18 24 20 18 16

Zonal Lumen Summary
Zone Lumens % Lamp % Luminaire

0-30 1637 18.5 28.4
0-40 2723 30.8 47.2
0-60 4886 55.2 84.7
0-90 5768 65.2 100
90-120 0 0 0
90-130 0 0 0
90-150 0 0 0
90-180 0 0 0
0-180 5768 65.2 100

Total Luminaire Optical Efficiency = 65.2%
Spacing Criterion: 0° = 2.01, 90° = 1.180.0
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* Note:
  If Stainless Steel is ordered,
  304 SS Standard
  316 SS and other materials
  available, consult agent.
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Owner

Owner
Catalog Number:HLTBF-PA-2




