
Accessories

LED Information

(FL45LG) Vandal Resistant Guard (FL45WG) Wireguard (FL45GS) Glare Shield

(FLPTF) Post Top Fitter (FLSTK) Ground Stake (FL73SFX) Slipfitter

“GREEN” ENERGY EFFICIENCY:

Cost of ownership (life and efficacy
advantages) - 2 year payback possible

Long life (50,000 hrs) – reliability,
sustained image

No mercury or lead

TECHNICAL:

Good quality white light (Ra 80+)

Choice of Color Temperatures (2700K, 3000K and 4000K)

50Hz-60Hz

Choice of operation: can be run as low as 350mA for maximum efficacy and up to 700mA for
maximum output

Possibilities include: sharp beam cut-off optics, very low profile spot and flood optics (<20mm),
and adjustable beam shaping

Minimal heat (IR) in the beam – can be placed close to merchandise

Fully dimmable (analog or digital)

Uniform beam (intensity and color temperature - no yellow ring or color shadows)

Color point consistency part to part and through life

Universal operating position

Extremely low UV- perfect for high value items sensitive to UV

Light Emitting Diode is fully enclosed, providing an IP 66 rating.

LED Medium Flood

FAST SHIPPING

Large Inventory of

IN STOCK
LED MODULES & DRIVERS
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Optic Options:
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