
Knock Down Strip

FEATURES

Product
Highlights

 to be a double sidemount, right-angle or 3-light strip.

• Premium housing crimped along sides for extra rigidity and straight alignment.
• Accepts optional plug-in wiring feature for continuous row installation.
• Alignment couplers furnished for continuous row installation.
• Channel cover equipped with quarter-turn, captive fasteners for easy access to ballast compartment.

Construction Fixture housing, lampholder brackets, end sections and channel cover constructed of code-gauge, die-formed steel.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emergency pack must be specified separately. Ballast are solid-
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
NKDS
T=Tandem

Lamp Type
14  14W
15  15W
17  17W
25  25W
32  32W
58  58W
59  59W
70  70W
86  86W
96  96W

Specify Special   
Wattage

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

 

Number of Lamps
1
2
3
4
6
8

Industrial Options
FB  Fast blow fuse
SB  Slow blow fuse
E  Emergency battery pack
BCP  Branch circuit plug-on
 wiring system
G Galvanized
WG  Wireguard
A  Aluminum

Nominal Length
14  14”
15  15”
17  18”
25  24”
36  36”
48  48”
72  72”
96  96”

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




