Job Type: Catalog #:
Job Name:

Louvered Hi-Bay

FEATURES

«T5 or T8 lamps.

- White straight blade louver assembly provides shielding and reduces brightness.
Product « Hinged and Latched for servicing.

Highlights - Direct or indirect lighting available.

« Row mounting or individual mounting option.

« Can be hung with tong hangers, aircraft cables or stems.

(o) S ({UTeA {[eTs M 22 Guage steel body, steel ends.

Electrical « ETL listed and CSA certified.

Finish White powder coating.

Series Number of Lamps Lamp Type Length Body Configuration Voltage Distribution
LHB 2 32 32W T8 (48") 4 -4 1 White S Solid back (D) Multivolt N Normal
3 1475 14W T5 (22") 8 -8 2 Galvanized V] Up Light (1)120 W Wide
4 2175 21TWT5 (34") (2) 277
6 24T5HO 24W T5 HO (22") (3) 347
28T5 28W T5 (46") (4) 480

39T5HO  39WT5HO (34")

54T5HO 54W T5 HO (46")
Options: |

Options

3 One 3 lamp ballast

23 Two 3 lamp ballast

4 One 4 lamp ballast

IS T8 electronic ballast, instant start

RS T8 electronic ballast, rapid start
2950 718 KO EB Electronic Ballast

ACC  Aircraft Cable Hanging Apparatus

WH  Wire hook and 36" chain set
EM  Emergency ballast
FB Fast Blow Fuse
N SB  Slow Blow Fuse
‘ - © [0 Timed Occupancy Sensor
) < P Protect-A-Lite coated lamps
H®rizon o
W C 6’ cord
v 11.088 ———————————
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*Dimensions subject to change without notice.





