
Shallow Economy Industrial Strip

FEATURES

Application A high quality all-purpose economy industrial with symmetrical reflector.

Construction
• Die-formed heavy-guage cold rolled steel with side knockouts for a convenience outlet, a pull switch and conduit.
• Sides and  back have knockouts for chain hanger.
• Snap-in type ends and socket plates. Ends also function as couplers for continuous runs.

Reflector • Fabricated in two sections for 48”, 72” and 96” bodies to simplify installation.

Mounting Designed for surface, stem or chain hanging. Can be installed as individual units or in continuous rows.

Series
IS

Lamp Type
17  17W T8 (24”)
25  25W T8 (36”)
32  32W T8 (48”)
54  54W T5 [45.125“]
54HO  54W T5HO (45.125”)
96HO  110W 800mA (96”)
96T8  59W T8 Slimline (96”)
96T8HO  86W T8 380mA (96”)

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

 

Number of Lamps
1
2
4

Reflector Type
UP  
S  Solid Top (no uplight)
ALS  Anodized Aluminum Solid
ALU  Anodized Aluminum 10% up light
RA  
A  Asymmetric

Industrial Options
FB  Fast blow fuse
SB  Slow blow fuse
E  Emergency battery pack
BCP  Branch circuit plug-on
 wiring system
G Galvanized
WG  Wireguard

Nominal Length
2  2’
4  4’
8  8’

*Ask about different size reflectors.
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*Dimensions subject to change without notice.
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COEFFICIENTS OF UTILIZATION

Room
Cavity
Ratio 70 50 30 10 70 50 30 10 50 30 10

0 105 105 105 105 101 101 101 101 95 95 95
1 94 89 85 81 91 86 83 79 81 78 75
2 84 77 70 64 81 74 68 62 70 64 60
3 76 66 58 52 73 64 57 51 60 54 49
4 69 58 49 43 67 56 48 42 53 46 41
5 63 51 43 36 61 50 42 36 47 40 35
6 58 46 37 31 56 44 36 31 42 35 30
7 54 41 33 27 52 40 32 27 38 31 26
8 50 37 29 24 48 36 29 24 35 28 23
9 46 34 26 21 45 33 26 21 32 25 21
10 43 31 24 19 42 31 24 19 29 23 18

CEILING CAVITY REFLECTANCE
80 70 50

ITL Report Number:
ITL54967
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COEFFICIENTS OF UTILIZATION

Room
Cavity
Ratio 70 50 30 10 70 50 30 10 50 30 10

0 110
100

110 110 110 107 107 107 107 100 100 100
1 95 91 87 96 92 88 85 87 83 81
2 90 82 75 70 87 80 73 68 75 70 66
3 82 72 54 57 79 70 62 56 66 59 54
4 75 63 55 48 72 61 54 47 58 51 46
5 69 56 48 41 66 55 47 41 52 45 40
6 63 51 42 36 61 49 41 35 47 40 35
7 59 46 37 32 56 45 37 31 42 36 30
8 55 42 34 28 53 41 33 28 39 32 27
9 51 38 30 25 49 37 30 25 36 29 24

10 48 35 28 23 46 34 27 23 33 27 22

CEILING CAVITY REFLECTANCE
80 70 50

ITL Report Number:
ITL54966

KC ACR™ Compound Acrylic Retrofit SolutionsKC ACR™ Compound Acrylic Retrofit Solutions 

 for T5 and T8 Strip / Industrial Retrofit Kit
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