
Single Wrap

FEATURES

Product
Highlights

• Housing accepts lift-and-shift prismatic lenses, decorative and reverse-form 
   ceiling.
• Units may be surface or stem mounted, individually or in continuous rows.

Construction rigidity.

Electrical
All devices UL/CUL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
SW

Lamp Type
17  17W T8 (24”)
25  25W T8 (36“)
32  32W T8 (48“)
54 54W T5 (54“)

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Ballast Factor
Blank  Normal

H  High
L Low

Number of Lamps
1
2
3
4

Options
3  One 3 lamp ballast
4  One 4 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
C  
NOM  
FB  Fast Blow Fuse
SB  Slow Blow Fuse
CL Cloud

Nominal Length
2’
3’
4’
6’

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




