
T5 Low-Profile Knock Down Strip

FEATURES

Application Ideal for most fluorescent lighting applications, including general illumination, cove lighting and display cases.

Construction

• Heavy Gauge cold rolled steel.

• End plates available with Double “D” 1/2” and 7/8” knockouts for continuous mounting.

Mounting
• Designed with 1/8” standoff for surface mounting as individual units, or in countinuous rows.
• Designed for ceiling mount, wall mount or chain hanging.

Features

• Uses the latest technology T5 ballasts and lamps.

• Knockouts provided for a convenience outlet and a pull switch.

Finish

Family
KDT5

Lamp Type
24  24W [22”]
39  39W [34”]
54  54W [46”]
49  49W [58”]

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Number of Lamps
1
2
3

Configuration Options

A    KDS
D    DSM

Industrial Options
FB  Fast blow fuse
SB  Slow blow fuse
E  Emergency battery pack
BCP  Branch circuit plug-on
 wiring system
CO  Convenience Outlet
PS  Pull Switch
7  7/8” KO (Knockouts)
4  1/2” KO (Knockouts)

Nominal Length
22  22”
34  34”
46  46”
58  58”
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Techlight Horizon
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214-350-0591 O�ce
214-350-9137 Fax
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www.techlightusa.com

*Dimensions subject to change without notice.




