
Tro�er High Bay

DETAILS

Application in exposed T Bar ceilings.

Construction • Die-formed heavy-guage cold rolled steel.

Finish .

Features

• Nominally delivers either 19,000 lumens from four economical 54-watt HO la mps, or 31,000 lumens from six

• Ballasts are accessible by removal of socket-plate screws.

• Fixtures designed for recess, surface, pendant, stem or chain hanging.

   lamp access.

Series
THB

Lamp Type
32  32W T8
54  54W T5

Re�ector
1           Mirror
2           White
Blank   No Reflector

Number of Lamps
2
3
4
6

Options
ACC  Aircraft Cable Hanging Apparatus
WH  Wire hook and 36” chain set
EM  Emergency ballast
FB  Fast Blow Fuse
SB  Slow Blow Fuse
OS  Timed Occupancy Sensor
P  Protect-A-Lite coated lamps
S  Sensor
C  6’ cord
WG  Wire guard

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

 
 

 

Di�user Type
(A) 12.125 #12 pattern acrylic, .125” thick
(B) 19.156 #19 pattern acrylic, .156” thick
(C) 15.125 #15 pattern acrylic, .125” thick
(D) 20.14 #20 pattern acrylic, .140” thick
(E) 8224 Holophane 8224 with overlay
(F) P.125 Clear Polycarbonate, .125” thick
(G) P.156 Clear Polycarbonate, .156” thick

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.


