
FEATURES

Product
Highlights

• Designed for under cabinet mounting.
• Snap-Together body and ballast cover.
• No Fasteners.
• Ribbed white acrylic diffuser.

Construction Fixture housing, lampholder brackets, end sections and channel cover constructed of code-gauge, die-formed steel.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emergency pack must be specified separately. Ballasts are solid-
state electronic. Ballasts and lampholders replaceable without removing from ceiling. Discrete voltage must be sepcified for emergency 
pack options when wired with flex. Where lamps are included as part of the fixture, lamp CRI and color temperature must be specified.

Options • CFL available on request
• Custom modifications in the physical specification and color are available for this fixture.

Series
UC315

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Wattage
6  6W
8  8W
13  13W
14  14W
8T  8W
813T 8W + 13W
21  21W
13T  13W
28  28W
35  35W

Number  of  Lamps
1
2

Options
PC Pull Chain
R Receptacle
RS Rocker Switch

Length
9 9.282”
12 12.282”
21 21.282”
22 22.594”
24 24.407”
33 33.407”
34 34.219”
42 42.407”
46 46.219”
57 57.969”

Finishes
W  White   
O Oak
WA  Walnut
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Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




