Job Type:
Job Name:

Catalog #:

Wall Bracket 213

Application

« Wall or ceiling in corridors, stairwells and bathrooms.

DETAILS

Construction

+ 20 gauge body and one-piece end.

« ETL listed.

Features

¢ Matching metal front covers entire front of fixture and directs illumination up or down.
e Standard white finish with clear ribbed acrylic lens.
« Ideal for wall mounting in nursing homes and hospitals.

¢ Baffles and dividers are available for up, down, and/or front light.
« Battery backup; with holes for test switch & indicator light.
« Ends with tapped holes to accomondate tamper-proof or regular screws.

Series Number of Lamps Lamp Type
WV213 1 15 15WT8
2 17 17WT8
3 25 25W T8
32 32W T8
6 6W T5
8 8WT5
28 28WT5
54 54W T5
Options:
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214-350-0591 Office
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*Dimensions subject to change without notice.

for Special
Requests!

Fixture Length

9

12
18
24
36
46
48

Check with
Horizon Linear

Finish Voltage
91/4 6W w White (D) Multivolt
121/48W WL Walnut (1)120
18 1/4 15W C Chrome (2) 277
241/417W (6] Oak (3) 347
36 1/4 25W B Brass (4) 480
46 1/4 28W
48 1/432W |
Options
Diffuser Type IS T8 Electronic Ballast, Instant Start
P Clear Prismatic RS T8 Electronic Ballast, Rapid Start
SW Smooth White EB Electronic Ballast
EM Emergency Ballast
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OPTIONAL
2X BALLAST POCKETS
2X 7/32 DIA. HOLES
3X 7/8 DIA. K.O.
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