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FEATURES

« Perfect for wall or ceiling in corridors, stairwells and bathrooms.
¢ Matching metal front covers entire front of fixture and directs illumination up or down.
e Standard white finish with white ribbed acrylic lens.

« Ideal for wall mounting in nursing homes and hospitals.

« Ends with tapped holes to accomodate tamper-proof or regular screws.

« 20 gauge body and one-piece end.

All devices ETL listed. Suitable for damp locations. Damp location emergency pack must be specified separately. Ballasts are solid-
state electronic. Ballasts and lampholders replaceable without removing from ceiling. Discrete voltage must be sepcified for emergency
pack options when wired with flex. Where lamps are included as part of the fixture, lamp CRI and color temperature must be specified.

Series Number of Lamps Lamp Type Fixture Length Finish Voltage Options
WV1400 1 15 15WT8 20 207/8" W White (D) Multivolt IS T8 electronic ballast, instant start
2 17 17W T8 26 267/8" B Brass (1)120 RS T8 electronic ballast, rapid start
25 25W T8 38 387/8" C Chrome (2) 277 EB Electronic ballast
32 32WT8 50 507/8" . . (3) 347 EM  Emergency ballast
Diffuser Options (4) 480 ) Uplight
FC Fluted Clear Acrylic
Options: FW Fluted White Acrylic
" 4 - 3X 1/8 DIA. HOLES
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*Dimensions subject to change without notice.





