
FEATURES

Product
Highlights

• Optimized for T8 or T5 lamp performance

• Cam action latches and die formed T-hinges for door insertion from either side

• Integral EQ grid clips

Construction Housing constructed of structurally embossed, 20 gauge, cold rolled steel. Wire way covers snap in for easy attachment and removal. 
Access plate provides top access to wire way.

Electrical
All devices ETL listed. Suitable for damp locations. Damp location emerge
state electronic. Ballasts and lampholders replaceable without removing from

d.

Finish

Series
SLIT-1  1x4
SLIT-2  2x4
SLIT-22  2x2

Lamp Type
17  17W T8 (24”)
U31  31W T8 U ( 1 5/8” leg)
U316  31W T8 U (6” leg)
32  32W T8 (48”)
CF40  40W TT5 (24”)
54  54W T5

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Frame Type
SW  Flush steel, white
AN  Flush aluminum, natural
AMB  Flush aluminum, matte black
AW  Flush aluminum, white
RAN  Regressed Aluminum, natural
RAWB  Regressed Aluminum, matte black
RAW  Regressed Aluminum, white

Number of Lamps
2
3
4
6

Options
3  One 3 lamp ballast
4  One 4 lamp ballast
IS  T8 electronic ballast, instant start
RS  T8 electronic ballast, rapid start
TNG  Triple neoprene gasketing
 (frame, lens, and housing)
ADD  Additional lens gasketing, neoprene
LH  Suitable for low-pressure hosedown,
 up to 100 psi.
IC  Insulation contact
EM  Emergency ballast
WL        Sealed for wet loacation

Diffuser Type
(A) 12.125 #12 pattern acrylic, .125” thick
(B) 19.156 #19 pattern acrylic, .156” thick
(C) 15.125 #15 pattern acrylic, .125” thick
(D) 20.14 #20 pattern acrylic, .140” thick
(E) 8224 Holophane 8224 with overlay
(F) P.125 Clear Polycarbonate, .125” thick
(G) P.156 Clear Polycarbonate, .156” thick
(H) LL Louvered Lens
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Check with 
Horizon Linear

for Special 
Requests!

Shallow Lay-in Troffer

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.




