
DETAILS

Application • Weatherproof lighting enclosure for hostile environments.

Construction • Die-formed heavy-guage cold rolled steel.

Features

• More versatility than any other weatherproof enclosure offered in North America.
• Poured in place gasket seals the enclosure from most hostile environments  and conditions.
• Economical mounting system can provide dramatic savings in labor required  for installations.
• Designed around T8 and T5 lamps for long term energy savings.
• Very tough diffusers resist breakage and reduce replacement and maintenance costs.
• Polycarbonate or Stainless Steel latches.
• Geartrays for the electrical components simplify assembly.
• Uses “off the shelf” liquid tight hubs.
• 5VA rated housing materials.

Vapor Tight

Series
CVT

Lamp Type
32  32W T8
54  54W T5

Voltage
(D) Multivolt
(1) 120
(2) 277
(3) 347
(4) 480

Number of Lamps
1
2
3
4
6

Options
3  One 3 Lamp Ballast
4  One 4 Lamp Ballast
IS  T8 Electronic Ballast, Instant start
RS  T8 Electronic Ballast, Rapid start
EB  Electronic Ballast
MB  OMounting Bracket to Chain Hang,
 DM/DMW (2 per package,
 excludes chain)
WH  Wire hook and 36” chain set
WLF  Field-Installable Wet Location 
 Fittings to stem-hang DMW on  
 1/2” rigid conduit
EM  Emergency ballast
FB  Fast Blow Fuse
SB  Slow Blow Fuse

Fixture Length
4  4’
8  8’

Diffuser Type
Blank Polycarbonate

Job Type:
Job Name:

Catalog #:

Options:

Check with 
Horizon Linear

for Special 
Requests!

Techlight Horizon
2707 Satsuma Dr.
Dallas, TX 75229
214-350-0591 O�ce
214-350-9137 Fax
www.horizonlightingllc.com
www.techlightusa.com

*Dimensions subject to change without notice.
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